HIWIN.
54 G99TE17-1303

Linear Guideways
EG Series

2-2-12 Standard and Maximum Lengths of Rail

HIWIN offers a number of standard rail lengths. Standard rail lengths feature end mounting hole placements set to
predetermined values (E). For non-standard rail lengths, be sure to specify the E-value to be no greater than 1/2 the
pitch [P) dimension. An E-value greater than this will result in unstable rail ends.

n=(Number of rail mounting holes)

L=[n'1]XP+2XE .o I T I T T Y Eq_2_2

L : Total length of rail [mm)

n : Number of mounting holes

P : Distance between any two holes (mm]

E : Distance from the center of the last hole to the edge (mm)

Rail Standard Length and Max. Length unit: mm
Item EGR15 EGR20 EGR25 EGR30 EGR35
160 (3] 220 (4) 220 (4) 280 (4) 280 (4)
220 (4) 280(5) 280 (5) 440 (6) 440 (6)
280 (5) 340(6) 340 (6) 600 (8) 600 (8]
340 (6) 460 (8) 460 (8) 760 (10) 760 (10)
Standard Length L(n) 460(8) 640 (11) 640 (11) 1,000 (13) 1,000 (13)
640 (11) 820 (14) 820 (14) 1,640(21) 1,640(21)
820 (14) 1,000 (17) 1,000 (17) 2,040 (26) 2,040 (26)
1,240(21) 1,240(21) 2,520(32) 2,520(32)
1,600 (27) 1,600 (27) 3,000 (38]) 3,000 (38]
Pitch (P) 60 60 60 80 80
Distance to End [E,) 20 20 20 20 20
Max. Standard Length 1960 (33) 4,000 (67) 4,000 (67) 3,960 (50) 3,960 (50)
Max. Length 2000 4,000 4,000 4,000 4,000

Note : 1. Tolerance of E value for standard rail is 0.5~-0.5 mm. Tolerance of E value for jointed rail is 0~-0.3 mm.
2. Maximum standard length means the max. rail length with standard E value on both sides.
3. If different E value is needed, please contact HIWIN.
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2-2-13 Dimensions for HIWIN EG Series
(1) EGH-SA / EGH-CA
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Basic  Basic

Dimensions Mounting Dynamic Static Static Rated Weight
of Assembly Dimensions of Block [mm] Dimensions of Rail [mm)  Bolt for y Moment
T Rail Load Load
Model No. Rating Rating

M, M, M, Block Rail

HH NWBB C L L K K 6 Md T H H WyH, D h d P E (mml CkN CylkN \n i kN-m KN-m kg kg/m

EGH155A - 231 401 148 5.35 940 008 004 004 009

26 45 95 34 26 4 35 b7 Méxt 6 55 6 15125 & 45 35 60 20 M3x1é 126
EGH15CA 26 398 568 1015 783 1619 013 010 010 015
EGH205A - 29 50 1875 723 1274 013 006 0.06 015

28 6 1 42 32 5 415 12 Mbx7 75 6 &6 20 15595 85 6 &0 20 M5xlé 208
EGH20CA 32 481 691 123 10.31 2113 022 016 016 024
EGH255A - 355 51 219 11.40 1950 023 012 012 025

33 7 125 48 35 65 455 12 Méx% B8 8 B 23 18 11 9 7 60 20 Méx20 2.67
EGH25CA 35 59 826 1615 16.27 3240 038 032 032 04
EGH305A - 415 695 2675 16.42 2810 040 021 021 045

42 10 16 60 40 10 6 12 M8x12 9 8 9 28 23 11 9 7 B0 20 Méx25 435
EGH30CA 40 701 981 21.0% 2370 4746 068 055 055 076
EGH355A - 4 75 285 22.66 3738 056 031 031 0.66

48 11 18 70 50 10 7 12 M8x12 10 85 85 34 275 14 12 9 B0 20 MBx25 6.14
EGH35CA 50 78 108 20 3335 6484 098 069 0469 113

Note : 1 kgf=9.81 N
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(2) EGW-SA / EGW-CA
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Dimensions Mounting BaSIE_ Ba5|.c Static Rated :
) : } : : Dynamic Static Weight
of Assembly Dimensions of Block [mm] Dimensions of Rail [mm] Bolt for Moment
{mm) Rail Load Load
Model No. Rati Rati
ng TN g M, M, Block Rail

H H N WEBUB C L L G M T, HL Hy W, H, D h d E (mm] CIkN]  C,[kN) \ N-m KN-m kN-m o s
EGW155A - 231 401 5.35 940 008 004 004 012

24 45 185 52 41 55 57 Mb 7 65 6 15125 & 4535 60 20 M3xl6 1.25
EGW15CA 26 398 568 783 1619 013 010 010 o021
EGW205A - 29 50 723 1274 013 006 0086 019

28 6 195 59 49 12 Mé 9 & & 20 15595 & 20 Mbx16 2.08
EGW20CA 32 481 &9 10.31 2113 022 016 016 032
EGW255A - 355 571 11.40 1950 023 012 012 035

33 7 25 73 &0 65 12 M8 M 8 8 23 18 1 7 20 Méx20 267
EGW25CA 35 59 828 1627 3240 038 032 032 059
EGW305A - 415 695 16.42 2810 040 021 021 062

42 10 31 90 72 12 MO 7 10 8 9 28 23 1 7 20 Méx25 4.35
EGW30CA 40 701 981 2370 4746 068 055 055 104
EGW355A - 45 75 2266 3738 056 031 031 084

48 11 33 100 82 12 M10 10 13 85 B85 34 275 14 9 20 MBx25 6.14
EGW3I5CA 50 78 108 3335 6484 098 0469 069 145

Note : 1 kgf =9.81N



